Product: ASTM A/SA 333 Gr.1/3/6 seamless steel pipe
Size:1/4"-32"*Sch5-Sch160XXS

Standard:GB ASTM JIS DIN

Certificate:API ISO

Cangzhou HRST Steel-Pipe Co.,Ltd.

NORMAL PRODUCTS
ASTM/ASME SEAMLESS AISAS3GRB
A/SA106 GR.B,A/SA106 GR.C
API SEAMLESS API 5L-B, X42, X52, X56, X60, X65

STPG370, STPG410, STPG480
STS370, STS410, STS480

JIS SEAMLESS|STPT370, STPT410, STPT480
STK400, STK490

STKM11, 11~20 sorts

A53 GR.B

ASTM/ASME \WELDED |A672-B60, B65, C55, C60, C65 etc..
A134-A283, A134-A285 etc..

CARBON STEEL PIPE

API WELDED |API 5L-B, X42, X52, X56, X60, X65
uIs WELDED |STPG370, STPY400, STK400, STK490
KsS WELDED |SPPS38, SPP
IASTM/ASME|SEAMLESS|A/SA333 GR.1, GR.3, GR.6
LOW TEMPERATURE PIPE IS SEAMLESS|STPL380, STPL450, STPL690
ASTM WELDED |A671-CC60, CC65, CCT0 efc..
IASTM/ASME SEAMLESS A/SA335-P1, P5, P11, P12, P22, P91
ALLOY STEEL PIPE uIs SEAMLESS|STPA-12, 20, 22, 23, 24, 25, 26
ASTM WELDED |A691- 1 1/4CR, 2 1/4CR, 5CR, 9CR etc..

A/SA312 TP304, 304L, 304H, 316, 316L, 317
317L, 321, 347, 310, 310S

SUS 304TP, 304LTP, 304HTP, 316 TP, 316LTP
JIS SEAMLESS|317TP, 317LTP, 321TP, 347TP, 310TP
310STP

A/SA312 TP304, 304L, 316, 316L, 317L
ASTM/ASME WELDED |A358 TP304, 304L, 316, 316L

A409 TP304, 304L, 316, 316L

‘JIS ‘WELDED ‘SUS 304TP, 304LTP, 316 TP, 316LTP, 317LTP

Ks WELDED |STS304, STS304L, STS316, STS316L

ASTM/ASME |SEAMLESS

STAINLESS STEEL PIPE

HEAT EXCHANGE & BOILER TUBE

‘ASTM/ASME‘SEAM LESS ‘A/SA179, A/SA192, AISA210-Al, A/SA210-C

JIs SEAMLESS |STB340, STB410, STB510
CARBON STEEL TUBE

IASTM/ASME WELDED  |A/SA178, A/SA214

uIs WELDED |STB340

IASTM/ASME SEAMLESS|A334 GR.1, GR.6
LOW TEMPERATURE TUBE

uIs SEAMLESS|STBL380, STBL450, STBL690
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A/SA213-T5, T9, T11, T12, T22, Tol
ASTM/ASME SEAMLESS
ALLOY STEEL TUBE AISA209-T1
JS SEAMLESS STBA-12, 13, 20, 22, 23, 24, 25, 26
A/SA213 TP304, 304L, 316, 316L, 317, 317L, 321
347, 310, 310S
A/SA269 TP304, 304L, 316, 316L, 317, 317L, 321
347, 310, 310S
SUS 304TB, 304LTB, 316TB, 316LTB, 317LTB, 32178
347TB, 310TB, 310STB
/ASTM/ASME WELDED  |A249 TP304, 304L, 316, 316L, 317L
JIs WELDED SUS 304TB, 304LTB, 316TB, 316LTB, 317LTB

ASTM/ASME |SEAMLESS

STAINLESS STEEL TUBE
JIS SEAMLESS

SEAMLESS A/SA789-531803, A/SA789-532760
DUPLEX ASTM/ASME

WELDED A/SA789-S31803,A/SA789-532760
SQUARE PIPE JIs WELDED |STKR400,STKR490

Application:

Natural gas, petroleum, chemical industry, electric power, metallurgy thermodynamic fields, water supply engineering,
steam heating, hydroelectric power station and long pipeline transportation projects.

Packaging:

Wooden Cases or wooden pallet bundle packing, paint on the pipe, plastic covers at the ends or as per customer
requirement.

Min Order Quantity:

5 Metric Ton If less than 5 tons can be solved by our communication

Port:



TianJin XinGang Port

Delivery Time:

According to customer’s requirements or normal delivery
Authentification:

ISO 9001:2000 API5L/5CT Lloyds

Delivery Term:

FOB (30% downpayment in advance, the balance before shipment)
CIF (30% in advance, the balance against with the copy of B/L)



